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1. The enclosed NATO Standardization Agreement which has been ratified by
nations as reflected in page iii is promulgated herewith.

2. The reference listed above is to be destroyed in accordance with local
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3. AAP-4 should be amended to reflect the latest status of the STANAG.

ACTION BY NATIONAL STAFFS
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have not already done so, advise the Defence Support Division through their national
delegation as appropriate of their intention regarding its ratification and

implementation. X
Jan H ERIKSEN
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RECORD OF AMENDMENTS
No. Reference/date of Date Signature
amendment entered
EXPLANATORY NOTES
AGREEMENT
1. This NATO Standardization Agreesment (STANAG) is promulgated by the Chairman MAS

under the authority vested in him by the NATO Military Committee.

2. No departure may be made from the agreement without consuitation with the tasking
authority. Nations may propose changes at any time to the tasking authority where they will be
processed in the same manner as the original agreement.

3. Ratifying nations have agreed that national orders, manuals and instructions implementing
this STANAG will include a reference to the STANAG number for purposes of identification.

DEFINITIONS

4. Ratification is "In NATO Standardization, the fulflment by which a member nation formally
accepts, with or without reservation, the content of a Standardization Agreement” (AAP-6).

5. Implementation is “In NATO Standardization, the fulfilment by a member nation of its
obligations as specified in a Standardization Agreement” {AAP-6).

6. Reservation is "In NATO Standardization, the stated qualification by a member nation that
describes the part of a Standardization Agreement that it wil not impiement or will implement only with
limitations” (AAP-6).

RATIFICATION, IMPLEMENTATION AND RESERVATIONS

7. Page (iii) gives the details of ratification and implementation of this agreement. If no details
are shown it signifies that the nation has not yet notified the tasking authority of its intentions.
Page (iv) (and subsequent) gives details of reservations and proprietary rights that have been stated.

FEEDBACK

8. Any comments concerning this publication should be directed to NATO/MAS - Bvd Leopold Il
1110 Brussels - BE

(i)
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NAVY/ARMY/AIR
NATO STANDARDIZATION AGREEMENT

(STANAG)

EXPLOSIVES, ELECTROSTATIC DISCHARGE SENSITIVITY TEST (S)

Annexes:

A - Explosives, Small Scale Electrostatic Discharge Sensitivity Test
B - Expiosives Large Scale Electrostatic Discharge Sensitivity Test

Related documents: None

AM

1. The aim of this agreement is to standardise the test procedure to provide information on the
electrostatic discharge sensitivity of explosive materials.

AGREEMENT

2, Participating nations agree to distinguish spark tests and large scale electrostatic discharge test,
for determining the electrostatic discharge sensitivity of expiosive materials.

3. Spark Tests. Participating nations who have ratified this STANAG agree on the following:

a. The test data obtained from these tests are specific and dependent on the test apparatus
and environment,

b. Historically, the data produced in each country performing such tests are satisfactory and
in-so-far as possible simulate the electrostatic energy that can be produced by humans,
so there is no need to standardize the equipment.

c. Such data are required for qualification and will have to be provided by using the data
exchange formats described in Annex A, as well as reference data.

4. The Large Scale Test for Sensitivity to Capacitive Discharge. Participating nation agree to accept
one test as standard procedure and to use the data exchange formats as provided in Annex B. Such data

is required for qualification of explosive materials at ambient temperature and, if refevant, in temperature

GENERAL

BACKGROUND INFORMATION

5, Most of ESD (electrostatic discharge) tests used at this time are “spark tesis" that use small
quantities of material and simulate the discharge through such material by charged humans or metallic
pieces. Such tests do not provide the information required to explain accidents such as:

1.
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a. accidental ignition of missiles during their handling due for instance to electrostatic
sensitivity of the energetic material at low temperature,

b. accidental ignition of rocket motor loadings during the production process (handling,
mandre! extraction).

6. Such accidents are the result of charging of surfaces made from poorly conducting materiais
1 (plastics) in contact with explosive substances. These explosive substances may then be charged to a
potential where breakdown occurs. This can lead to arcing and catastrophic accidental ignition.

7. This illustrates the fact that the "spark tests” performed with about 100 mg samples are not useful
regarding this issue, and the need to adopt a "large scale ESD test", which must be standardized.

IMPLEMENTATION OF THE AGREEMENT

8. This STANAG is implemented when a nation has issued the necessary orders/instructions putting
the contents of this agreement into effect.

2
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EXPLOSIVES, SMALL SCALE ELECTROSTATIC DISCHARGE SENSITIVITY TEST

As indicated in paragraph 2, concerning the agreement, there is no standardised equiment for this test.
Each participating nation wili use its national test described in AOP-7.

NATO STANAG 4490 DATA SHEET

Report Reference Number:
(Unique Reference Number) Page  of _ Page(s)
TEST SITE INFORMATION TEST CONDITIONS
Laboratory: Temperature (°C):
(Name of Laboratery) . . g
Relative humidity (% HR):
Date: .
(Date that form was completed) Upper electrode:
Lower electrode:
Tes"tr iiz_cedure used: Distance between electrodes:
AOP' 7 Number- Sample holder (confinement):
National references: Voltage:
C itance:
Date Tested: .apam . ce
(Daze of test period) Line resistance:
POC: Other conditions:
(Poinit of contact)
SPECIMEN INFORMATION
Identification of Explosive: RESULTS

(Trade name and/or Identity code)

Results of explosive tested:
Manufacturer:
(Name of Manufacturer)

Lot, Batch or Consignment Number:

Date of Manufacture or Receipt:

SAMPLE STATE AND PREPARATION

Physical state: Results with comparison explosives:
Particles size:
Density: Tetryl:
Temperature and humidity conditioning; RDX:
Motsture content: PETN:
A-1
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EXPLOSIVES, LARGE SCALE ELECTROSTATIC
DISCHARGE SENSITIVITY TEST

1. SCOPE

This method may be used for the characterization of efectrostatic discharge sensitivity of
energetic materials such as non conductive high explosives, rocket motor and gun propeliants.
It is not appiicable to primary explosives and pyrotechnics. If required it can be used to
evaluate the influence of temperature on this sensitivity (generally the sensitivity is increased

2. PRINCIPLE

An unconfined sample of explosive material is submitted to a sequence of capacitive
discharges with energy 15,6 Joules. The explosive material is sandwiched between a conical
positive electrode and a negative piane electrode. A schematic of the apparatus is presented
in figure 1. After each discharge the expiosive material behavior is noted. Consecutive
discharges are then repeated up to explosive reaction, or up to 30 discharges.

3. APPARATUS

3.1 High voltage supply

The high voltage is supplied to the positive electrode by a system of switched capacitors with
the following features:

- high voltage power Supply unit (PSU): 30 kv;
- maximum current intensity: 2mA (obtained with a greater than 15 MQ resistance);

- Capacity: 34.7nF (for instance three capacitors: 4.7, 10 and 20 nf, with independant
coupling);

- maximum energy delivered by the capacitors: 15,6 Jouies.

This system is operated using a two position switch (see schematic in figure 2},

32 Samgfe

With compact explosive materials (rocket motor propellants, PBX's) the sample is a cylinder
with diameter 90 + 0.5 mm and length 100 + 0.5 mm.

With granular materials {granular high explosives, gun Propellants) the sample is in a PMMA
cylindrical container with O.D. 100 mm, 1.D. 90 mm and length 125 mm. The material shai
completly fill the container without being compacted.,

Three samples are needed for 3 test.

B-1
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33 Electrodes (figure 3)

The negative electrode is a brass disk, with diameter 88 or 110 mm according to the type
material, thickness 5 mm, with a brass rod brazed on bottom for connection to earthing cable.

The positive electrode is a brass rod, with diameter 10 mm and length 210 mm. One end is
conical (60° angle).

This positive electrode is connected to the high voltage supply with a high voltage copper
cable (section 1.34 mm?, characteristic impedance 72Q). The maximum length of the cable is
10 meters.

4. SAMPLE PREPARATION

4.1 With compact materials

- the negative electrode with diameter 110 mm is glued in the bottom of a PMMA box with
D 127 mm (see figure 4), with a silicone resin;

- the sample is painted on one face with a sprayed conductive silver lacquer, {for instance:
E-Kote 40 silver conductive paint from Allied Products Corp.);

- the sampie is put in the PMMA box, the painted face in contact with the negative
electrode;

- a dessicating substance (silicagel or other if not compatible) is dispersed around the
sample, with a height of no more than 10 mm;

- aPVC cover with a hole in its center is then put on the PMMA box;

- the box is then conditioned during 15 to 20 hours at 20 + 2°C, or at another temperature if
specified (Relative Humidity is not necessarily controlled).

Note: Pressed samples should be tested at the density that will be used in service.

4.2 With granular materials

- the negative electrode with diameter 88 mm is glued in the bottom of 2 PMMA box with 1D
90 mm (see figure 4);

- the sample (approximatly 636 cm3) is put in the PMMA box, at its bulk density;
- the PVC cover with a hole in its center is then put on the PMMA box;

- the box s then conditionned during 15 to 20 hours at 20 +2°C, or at another temperature if
specified. Relative Mumidity is controlled if required for the type of material tested.

B-2
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TEST PROCEDURE

After conditioning, the PMMA box with negative electrode and sample is put on a holder. The
negative electrode is earthed. The positive electrode is put in contact with the sample. The
high voltage generation is switched "on" (switch @ and @ "on") (figure 2) as well as the three
capacitors (switch A, B and C "on"). The voltage is gradually increased to 30 kV; the discharge
is effected after 5 seconds (switch ® "on" during 2 seconds). The more violent event is hoted,
among the types of reaction described hereafter. In case of reaction F, C or E the test is
stopped. Otherwise, discharges are repeated every 5 seconds until a F, C or E result, or up to
30 discharges, in case of no such reactions.

This seguence is repeated with three different samples.

Note: The 5 seconds delay corresponds to five times the time constant T{t=RC where R is
the resistance behind the transformer and C is the total capacitance; for R = 30 MQ
and C = 34.7 nF then 1 ~ 1 second).

This delay may be different according fo the resistance R needed for ensuring Imax = 2 mA,
according to B 3.1. requirements.

TYPES OF REACTIGN

The sample behavior is noted according to the following:

- noreaction: noted N;

- rising of the cover without fiash: noted S;
- rising of the cover with light flash: noted L;
- block fragmentation: noted F;

- combustion: noted C;

- explosion: noted E.

REPORTING RESULTS - DATA SHEET

The standard data sheet under which all test information is reported is provided in figure 5.
If after 30 repeated discharges on all the three blocks only type N, no reactions, are observed,
then the material is labeled insensitive to electrostatic discharge. For all other types of
reactions as listed in section B6, the material is labeled sensitive to electrostatic discharge.

TYPICAL RESULTS

- HTPB Propeiiant (65 - 70 % AP, 18-20 % Al): Sensitive (Type of reaction: C).
- Double base propeliant: Not sensitive (Type of reaction: Nj}.

- Cross linked double base propellants: Not sensitive {Type of reaction: N).

- TNT: Not sensitive (Type of reaction: N).

B-3
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SCHEMATIC OF THE TEST
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SCHEMATIC OF HIGH VOLTAGE AND DISCHARGE SUPPLY

220
Ve e
8 c— ‘—nw.-—o o ‘- '
/ * X
b

HIGH VOLTAGE mr-{? mnr{? 4.7 e
£ o EA w

POWER SUPPLY UNIT o

P2

\.

Figure 2

B-5
1 NATOPR 1INAI ACSIEiTh




NATO/PP_UNCLASSIFIED

ANNEX B fo
STANAG 4430
(Edition 1)

SCHEMATIC OF ELECTRODES
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PMMA SAMPLE CONTAINERS
a) For granular materials b) For compact materiais
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NATO STANAG 4490 DATA SHEET (side A)
Report Reference Number: _
(Unique Reference Number) Page  of _ Page(s)
TEST SITE INFORMATION TEST CONDITIONS
Laboratory: )
(Name of Laboraiory) Temperature (DC).
Trate: Relative bumidity (% HR):
(D;c ﬂ;a: form was completed})
Test Procedure used: RESULTS
Title:
AOQOP 7 Nurber: - Detailed resultats: (see on side B)
National references:
Date Tested: . Sample physical state after test:
{Date of test period)
_ c1.
POC: sample no 1:
(Point of contact) - sample n® 2:
- sample n° 3:

SPECIMEN INFORMATION

Identification of Explosive:
(Trade name and/or Identity code)

Manufacturer:
{Name of Manufacturer}

Lot, Batch or Consignment Number:

Date of Manufacture or Receipt:

. Discharge number leading to the first event:

- sample n° 1:
- sample n® 2:
- sample n° 3:

. Most violent event observed:
- sample n° 1:

- sample n° 2;
- sample n° 3:

SAMPLE STATE AND PREPARATION

Physical state:

Particles size:

Density:

Temperature and humidity conditioning:
Moisture content:

FINAL RESULT:

- sensitive or not sensitive:
- most violent event out of the three tests:

Figure 5

B-8

NATOVDID AT ASSICICTM™




NATO/PP_UNCLASSIFIED

ANNEX B to
STANAG 4490
(Edition 1)

NATO STANAG 4490 DATA SHEET (side B)

Page  of _ Page(s)

DETAILED RESULTS

Discharge Number

Sample n° 1

Sample n° 2

Sample n°® 3

1

2

3

10

11

12

13

14

15

16

17

19

20

21

22

24

23

26

27

28

29

30
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RATIFICATION AND IMPLEMENTATION DETAILS
DAL RATON AND IMPLEMENTATION DETAILS
STADE DE RATIFICATION ET DE MISE EN APPLICATION
NATIONAL RATIFICATION NATIONAL
REFERENCE IMPLEMENTING IMPLEMENTATION/MISE EN APFLICATION
DOCUMENT
N REFERENCE DE LA DOCUMENT INTENDED DATE OF DATE IMPLEMENTATION WAS
A P | RATIFICATION NATIONALE NATICNAL DE MISE IMPLEMENTATION ACHIEVED
;F $ EN APPLICATION DATE ENVISAGEE DE MISE DATE EFFECTIVE DE MISE
o s EN APPLICATION EN APPLICATION
N
NAVY ARMY AR NAVY ARMY AIR
MER TERRE MER TERRE
BE
CA 2441-4490 (DAPM 4-4) ofidu STANAG 05/99 05/99 05/99
26/03/99
CcZ 6/2-18/2000-1419 of/du STANAG 12.01 12.01
26/07/00
DA MA204.69-S4490/MAM3- STANAG 04/01 04/01 04/01
15874 of/du 10/07/08
FR Decision No. 957 DGA/DSA GEMC SEN-501 et 08/99 08/99 08/99
offdu 07/07/99 SEN-502
GE BWVg-Fu S IV 1 ~ At 03-51- STANAG 05/01 05/01 05/01
60 offdu 16/02/99
GR
HU
T
LU
1 NL
NO
PL
1 PO
Sp OMD N° 323/17354/2000 STANAG 01/03 01/03 01/63
offdu 07/11/00 : :
TU TUDEL-98/STANAG-2658 01/03
offdu 23/06/98
UK* | D Stan 12/15/4480 of/du STANAG
18/06/98
us OUSD({A&T) of/du 21/08/98 STANAG 01/01 01/01 01/01

* See overleaf reservations(*)/comments {+)
Voir au verso réserves (*yYcommentaires (+)
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RESERVES/RESERVATIONS

United Kingdom  The Large Scale Tests in Annex B will not be applied in UK until further research
on the requirement has been completed.

Royaume-Uni Les essais a grande échelle de I'annexe B ne seront pas mis en application au
Royaume-Uni tant que e besoin n'aura pas fait I'objet d'une évaluation compléte,
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